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Accurate Metal Partitions

054-100
054-101

054-102 054-103 054-104
BOTTOM HINGE

METAL
HINGE PIN LATCH KNOB

BUMPER
KEEPER PINTLE

TOP HINGE SLIDE BOLT

LATCH COVER
DOOR

CLOSURE CAP
TOP CAM

Mounts on a 1-1/4" round 
edge pilaster. Holes are 1-1/2" 
on center. Comes with 3/8" x 
1" bolt. "A" dimension is 
1-3/16".

054-105

054-110

054-114 054-115 054-116 054-117

054-111 054-112 054-113

054-106
054-107 054-108 054-109

Chrome plated heavy duty 
zamac casting is used on the 
exterior compartment as an 
emergency release on the 
door. Snaps into 054-103 
latch knob.

Chrome plated zamac  
bumper keeper is reversible 
to accommodate either an in 
swinging or outswinging 
door with round bar 
concealed latch. Fits on a 
1-1/4" round edge pilaster. 
Holes are 1-1/2" on center. 

3/8" OD x 2-7/8" long 
aluminum pin has heat 
treated spring to secure door. 
Top is tapped with 12-24 
thread for easy removal and 
installation.

Chrome plated zamac  warp 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-3/16".

1/2" OD chrome plated slide 
bolt is used on metal doors. 
Snap ring is included.

Chrome plated heavy duty 
zamac casting is used on the 
interior compartment to 
secure door. Snaps into 
054-103 latch cover.

Nylon door closure cap • ts 
a 1" metal door.

 3/4" OD one piece molded 
nylon pintle. Bottom is 
tapped for a 3/8" bolt.

One piece molded top cam 
for use with 054-108 pintle.

Accurate Laminated Partitions

TOP AND BOTTOM 
HINGE BRACKET  

Chrome plated zamac warp around 
hinge mounts on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on center. 
Used as both the top and bottom hinge 
of same door.

NYLON HINGE PIN
3/8" OD x 4-1/4" long nylon 
hinge pin. Top is tapped with 
12-24 thread for easy removal 
and installation.

CAM AND
PINTLE SET

Set includes one each nylon cam 
and pintle.

TOP DOOR TRIM
Chrome plated zamac housing fits a 
1" square edge door. "A" dimension 
is 2-1/4" and "B" dimension is 
2-1/8".

SLIDE LATCH
Chrome plated zamac slide latch is 
surface mounted with 3-1/2" hole 
centers.

BUMPER KEEPER  

Chrome plated zamac bumper keeper 
is used with inswinging doors that 
have a surface mounted slide latch. 
Fits a 1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. .

BUMPER
Chrome plated zamac bumper is used 
with outswinging doors that have a 
surface mounted slide latch. Fits a 
1-1/4" square edge pilaster. Holes are 
1-1/2" on center. 

BUMPER HOOK
 Chrome plated zamac combina-
tion door bumper and coat hook 
is used on both round or square 
edge inswinging door. 
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TOP HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/2" square edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-1/4".

NYLON CAM
Round nylon keylock 
cam for 1/2" OD pintle.

CAM HOUSING
Chrome plated zamac 
housing • ts a 1" square 
edge door. "A" dimension is 
2-5/16" and "B" dimension 
is 1-3/16".

METAL
HINGE PIN

3/8" OD x 3-1/2" long metal 
hinge pin. Top is tapped with 
12-24 thread for easy 
removal and installation.

All American Metal Partitions

054-218

054-228

054-219

054-229

054-220
054-221 054-222

BOTTOM HINGE LATCH KNOB

CONCEALED
LATCH

KNOB SET

BUMPER
KEEPER

NYLON CAM

LATCH COVER CONCEALED
LATCH

ASSEMBLY

PINTLE

Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/2" on center. 
Comes with 1/2" pintle. "A" 
dimension is 1-3/16".

054-223

054-233 054-234 054-236 054-237
054-235

054-224 054-225

054-230 054-231
054-232

054-226

054-227
Chrome plated heavy duty 
zamac casting is used on the 
exterior compartment as an 
emergency release on the 
door. Snaps into 054-222 
latch knob.

Chrome plated zamac knob 
set is for use on a metal door 
with a concealed slide latch. 
Complies with A.D.A.

Chrome plated zamac wrap 
around hinge is used on metal 
doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 
1-1/2" on center. "A" 
dimension is 1-3/16".

 5/16" OD x 2-7/8" long 
chrome plated steel pin has 
knurled top to secure door. 
Top is tapped with 10-24 
thread for easy removal and 
installation.

 Round nylon keylock cam 
for 1/2" OD pintle.

 Chrome plated heavy duty 
zamac casting is used on the 
interior compartment to 
secure door. Snaps into 
054-223 latch cover.

2 Piece zamak casting is 
3-5/16" long. Used on metal 
doors to secure door to 
pilaster.

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswing-ing or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster.

 1/2" round pintle is molded 
to a knurled corrosion proof 
steel shaft. Complete with 
lock washers  and nut.

All American Laminated Partitions

METAL
HINGE PINTOP HINGE

BOTTOM HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/2" square edge pilaster. 
Holes are 1-1/2" on center. 
Comes with a 5/8" pintle. "A" 
dimension is 1-1/4".

TOP DOOR 
TRIM

Chrome plated zamac housing 
• ts a 1" square edge door. 
"A" dimension is 2-1/8" and  
"B" dimension is 1-7/8".

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted 
with 3-1/2" hole centers.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Fits a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on 
center. 

PINTLE
1/2" round pintle is molded 
to a knurled corrison proof 
steel shaft. Complete with 
lock washers and nut.

BUMPER HOOK
Chrome plated zamac 
combination door bumper and 
coat hook is used on both 
round or square edge 
inswinging door. 
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TOP HINGE
Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round  edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-7/64".

METAL
HINGE PIN

3/8" OD x 3" long chrome 
plated steel pin has 5/16" 
threaded stem to secure 
door. Top is slotted for easy 
removal and installation.

TOP DOOR 
TRIM

Heavy duty chrome plated 
zamac top door trim •ts 1" 
steel door.

NYLON CAM
Square nylon unshaved cam 
for 5/8" OD pintle.

American Sanitary Partitions

054-338

054-448

054-339

054-449

054-340
054-341 054-342

BOTTOM HINGE PINTLE

CAM HOUSING
BUMPER
KEEPER

TOP
DOOR TRIM

SLIDE LATCH BUMPER

Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
Comes with 5/8" pintle. "A" 
dimension is 1-1/4".

054-343

054-453 054-454
054-456054-455

054-457

054-344 054-345

054-450
054-451

054-452

054-346 054-227

Round nylon cam for 5/8" 
OD pintle. Chrome plated zamac 

housing •ts a 1" square edge 
door. "A" dimension is 
2-1/4"and "B" dimension is 
1-1/8".

Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-1/4".

 7/16" OD x 3-3/8" long 
chrome plated steel pin has 
push point bottom to secure 
door. Top is tapped with 
10-24 thread for easy 
removal and installation.

Chrome plated zamac 
housing •ts a 1" square edge 
door. "A" dimension is 
2-5/16"and "B" dimension is 
1-5/8".

5/8" round pintle is molded 
to a knurled corrison proof 
steel shaft. Complete with 
lock washers and nut.

Chrome plated zamac slide 
latch is surface mounted 
with 2-3/4" hole centers.

Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Fits on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on 
center.

Chrome plated zamac 
bumper is used with 
outswinging doors that have 
a surface mounted slide 
latch. Fits on a 1-1/4" square 
edge pilaster. Holes are 
1-1/2" on center.

Ampco Partitions

METAL
HINGE PINTOP HINGE

BOTTOM HINGE
Chrome plated zamac wrap 
around hinge is used on metal 
doors. Mounts on a 1-1/4" 
round  edge pilaster. Holes are 
1-1/2" on center. "A" 
dimension is 1-7/64".

CAM HOUSING
Heavy  duty zamac cam 
housing •ts 1" steel door.

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted 
with 2-3/4" hole centers.

KEEPER
Chrome plated zamac 
keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Mounts on any thickness 
pilaster, suqare or round 
edge. Holes are 1-1/2" on 
center.

BUMPER
Chrome plated zamac 
bumper is used with inswing 
or outswinging doors. 
Mounts on any thickness 
pilaster, suqare or round 
edge. Holes are 1-1/2" on 
center.

BUMPER HOOK
Chrome plated zamac 
combination door bumper and 
coat hook is used on both 
round or square edge 
inswinging door. 

NYLON CAM
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TOP HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square  edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-9/32".

METAL HINGE 
PIN

7/16" OD x 3-3/8" long 
chrome plated steel pin has 
push point bottom to secure 
door. Top is tapped with 
10-24 thread for easy 
removal and installation.

TOP DOOR 
TRIM

Chrome plated zamac 
housing •ts a 1" square edge 
door. "A" dimension is 
2-1/4" and "B" dimension is 
1-1/8".

PINTLE
5/8" round pintle is molded 
to a knurled corrision proof 
steel shaft. Complete with 
lock washers and nut.

Capitol Partitions

054-500

054-600

054-501

054-601

054-502 054-503 054-504
TOP

DOOR TRIM

BUMPER HOOK BUMPER

Chrome plated zamac warp 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
Used as both the top and 
bottom hinge of same door.

054-605 054-606

054-608

054-607 054-609

054-506 054-507

054-602 054-603

054-604

054-508
054-509

 Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Fits a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on 
center. 

Chrome plated zamac 
bumper keeper is used with 
an inswinging door that has a 
surface mounted slide latch. 
Mounts on any !at surface. 
Holes are 1-1/2" on center. 

3/8" OD x 4-1/4" long nylon 
hinge pin. Top is tapped 
with 12-24 thread for easy 
removal and installation. Set includes one each nylon 

cam and pintle.

Chrome plated zamac 
housing •ts a 1" square edge 
door. "A" dimension is 
2-1/4" and "B" dimension is 
2-1/8".

Chrome plated zamac slide 
latch is surface mounted 
with 2-3/4" hole centers.

Chrome plated zamac 
combination door bumper 
and coat hook is used on 
both round or square edge 
inswinging door. 

Chrome plated zamac knob 
set has 3/8" OD straight bar. 
For use on laminated 
partitions.

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate an 
inswinging or outswinging 
door with a round bar 
concealed latch. Fits on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 

Fiat Partitions

NYLON
HINGE PIN

BOTTOM HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square  edge pilaster. 
Holes are 1-1/2" on center. 
Comes with a 5/8" pintle.
"A" dimension is 1-9/32".

NYLON CAM
Square nylon shaved cam for 
5/8" OD pintle.

CAM HOUSING
Chrome plated zamac 
housing •ts a 1" square edge 
door. "A" dimension is 
2-1/8"and "B" dimension is 
3/4".

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted 
with 2-3/4" hole centers.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Fits on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on 
center.

BUMPER
Chrome plated zamac bumper 
is used with outswinging 
doors that have a surface 
mounted slide latch. Fits on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center.

BUMBER
KEEPER

BUMBER
KEEPER

TOP AND BOTTOM
HINGE BRACKET CAM AND

PINTLE SET

SLIDE LATCH

054-505
CONCEALED
LATCH SET
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TOP HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-1/4".

METAL
HINGE PIN

7/32" OD x 3-1/4" long 
chrome plated steel pin has 
knurled up to secure door.

TOP DOOR 
TRIM

Chrome plated zamac 
housing •ts a 7/8" square 
edge door. "A" dimension is 
2-5/16" and "B" dimension 
is 1-5/8".

NYLON CAM
Round nylon cam for 1/2" 
OD pintle.

Flushmetal Metal Partitions

054-700

054-710

054-701

054-711

054-702
054-703 054-704BOTTOM 

HINGE
Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/2" on center. 
Comes with a 5/8" pintle. 
"A" dimension is 1-3/16".

054-715 054-716

054-718

054-717 054-719

054-706 054-707

054-712 054-713

054-714

054-708
054-709

CONCEALED 
LATCH

ASSEMBLY
2 Piece zamak casting is 
3-5/16" long. Used on metal 
doors to secure door to 
pilaster.

LATCH KNOB
Chrome plated heavy duty 
zamac casting is used on the 
interior compartment to 
secure door. Snaps into 
054-707 latch cover.

TOP HINGE
Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-3/16".

METAL
HINGE PIN

3/8" OD x 3-5/8" long 
chrome plated steel pin has 
5/16" threaded stem to 
secure door. Top is slotted 
for easy removal and 
installation.

PINTLE
5/8" round pintle is molded 
to a knurled corrision proof 
steel shaft. Complete with 
lock washers and nut.

NYLON CAM
Square nylon unshaved cam 
for 5/8" OD pintle.

LATCH COVER
Chrome plated heavy duty 
zamac casting is used on the 
exterior compartment as an 
emergency release on the 
door. Snaps into 054-706 
latch knob.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswing-ing or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster.

CONCEALED 
LATCH SET

Chrome plated zamac knob 
set for use on metal 
partitions. Complies with 
A.D.A.

Flushmetal Laminated Partitions

BOTTOM HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
Comes with 5/8" pintle. "A" 
dimension is 1-1/4".

PINTLE
1/2" round pintle is molded to 
a knurled corrison proof steel 
shaft. Complete with lock 
washers  and nut.

CAM HOUSING
Chrome plated zamac 
housing •ts a 7/8" square 
edge door. "A" dimension is 
2-1/4"and "B" dimension is 
1-3/16".

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted 
with 2-3/4" hole centers.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Fits on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on 
center.

BUMPER
Chrome plated zamac bumper 
is used with outswinging 
doors that have a surface 
mounted slide latch. Fits on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center.

054-705
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TOP HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-1/4".

METAL
HINGE PIN

3/8" OD x 3-1/2" long 
chrome plated steel pin has 
knurled up to secure door.

TOP DOOR 
TRIM

Chrome plated zamac 
housing • ts a 1" square 
edge door. "A" dimension is 
2-5/16"and "B" dimension is 
1-5/8".

NYLON CAM
Round nylon cam for 5/8" 
OD pintle.

General Metal Partitions

054-800

054-810

054-801

054-811

054-802

054-803

054-804

BOTTOM 
HINGE

Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/8" on center. 
Comes with a 5/8" pintle. 
"A" dimension is 1-1/8".

054-815 054-816

054-818
054-817 054-819

054-806 054-807

054-812 054-813

054-814

054-808 054-809

CAM HOUSING
Heavy duty zamac cam 
housing • ts 1" steel door.

LATCH KNOB
Chrome plated heavy duty 
zamac casting is used on the 
interior compartment to 
secure door. Snaps into 
054-807 latch cover.

TOP HINGE
Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/8" on center. 
"A" dimension is 1-1/8".

METAL
HINGE PIN

1/4" OD x 2-7/8" long 
chrome plated steel pin has 
push point bottom and 
knurled top to secure door. 
Top is tapped with 10-24 
thread for easy removal and 
installation.

TOP DOOR 
TRIM

Heavy duty zamac top door 
trim fits 1" steel door.

SPRING CAM
Opposing cams are under 
spring tension. Door will 
return to the set position 
swing after swing. For use 
on steel doors. Cam is 
molded onto a knurled 
corrosion proof shaft 
complete with lock washer 
and nut. Size is 7/8" x 4-7/8" 
long.

LATCH COVER
Chrome plated heavy duty 
zamac casting is used on the 
exterior compartment as an 
emergency release on the 
door. Snaps into 054-806 
latch knob.

LATCH 
ASSEMBLY

2 Piece zamak casting is 
2-13/16" long. Used on 
metal doors to secure door to 
pilaster.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswing-ing or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster.

General Laminated Partitions

BOTTOM HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
Comes with a 5/8" pintle. "A" 
dimension is 1-1/4".

PINTLE
5/8" round pintle is molded to 
a knurled corrosion proof 
steel shaft. Complete with 
lock washers and nut.

CAM HOUSING
Chrome plated zamac 
housing • ts a 1" square 
edge door. "A" dimension is 
2-1/4" and "B" dimension is 
1-1/8".

CONCEALED 
LATCH SET

Chrome plated zamac knob 
set has 3/8" OD straight bar. 
For use on laminated 
partitions.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswing-ing or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" square edge 
pilaster.

BUMPER HOOK
Chrome plated zamac 
combination door bumper and 
coat hook is used on both 
round or square edge 
inswinging door. 

054-805
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NYLON
HINGE PIN

3/8" OD x 4-1/4" long nylon 
hinge pin. Top is tapped with 
12-24 thread for easy 
removal and installation.

CAM AND 
PINTLE SET

Set includes one each nylon 
cam and pintle.

TOP DOOR 
TRIM

Chrome plated zamac 
housing • ts a 1" square 
edge door. "A" dimension is 
2-1/4" and "B" dimension is 
2-1/8".

CONCEALED 
LATCH SET

Chrome plated zamac knob 
set has 3/8" OD straight bar. 
For use on laminated 
partitions.

Global Metal Partitions

054-900

054-910

054-901

054-911

054-902

054-903 054-904BOTTOM 
HINGE

Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/2" on center. 
Comes with a 5/8" pintle. 
"A" dimension is 1-3/16".

054-915
054-916 054-918

054-917 054-919

054-906 054-907

054-912
054-913 054-914

054-908
054-909

PINTLE
5/8" round pintle is molded 
to a knurled corrosion proof 
steel shaft. Complete with 
lock washers and nut.

CAM HOUSING
Heavy duty zamac cam 
housing • ts 1" steel door.

TOP HINGE
Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-3/16".

METAL
HINGE PIN

3/8" OD x 3-1/2" long 
chrome plated steel pin has 
push point bottom to secure 
door. Top is tapped with 
12-24 thread for easy 
removal and installation.

TOP DOOR 
TRIM

Heavy duty zamac top door 
trim fits 1" steel door.

NYLON CAM
Square nylon unshaved cam 
for 5/8" OD pintle.

LATCH COVER
Chrome plated heavy duty 
zamac casting is used on the 
exterior compartment as an 
emergency release on the 
door. Snaps into 054-908 
latch knob.

LATCH KNOB
Chrome plated heavy duty 
zamac casting is used on the 
interior compartment to 
secure door. Snaps into 
054-907 latch cover.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswing-ing or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster.

Global Laminated Partitions

TOP AND
BOTTOM HINGE

BRACKET
Chrome plated zamac warp 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
Used as both the top and 
bottom hinge of same door.

CONCEALED 
LATCH SET

Chrome plated zamac knob 
set has 3/8" OD straight bar. 
For use on laminated 
partitions. Complies with 
A.D.A.

BUMPER
Chrome plated zamac 
bumper keeper can be 
reversed to accommodate an 
inswinging or outswinging 
door with a round bar 
concealed latch. Fits on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 

DOOR BUMPER
Chrome plated zamac door 
bumper is used on both 
round or square edge 
outswinging doors. Prevents 
door from hitting the wall 
and damaging.

BUMPER HOOK
Chrome plated zamac 
combination door bumper 
and coat hook is used on 
both round or square edge 
inswinging door. 

DOOR PULL
Chrome plated zamac door 
pull is used on both round or 
square edge outswinging 
doors. Prevents door from 
hitting the wall and damaging.

054-905
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TOP HINGE
Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/8" on center. 
"A" dimension is 1-1/8".

METAL
HINGE PIN

1/4" OD x 2-7/8" long 
chrome plated steel pin has 
push point bottom and 
knurled top to secure door. 
Top is tapped with 10-24 
thread for easy removal and 
installation.

TOP DOOR 
TRIM

Heavy duty zamac top door 
trim fits 1" steel door.

SPRING CAM
Opposing cams are under 
spring tension. Door will 
return to the set position 
swing after swing. For use 
on steel doors. Size is 7/8" x 
4-11/16" long.

Hadrian Metal Partitions

054-1000

054-1100

054-1001

054-1101

054-1002
054-1003 054-1004BOTTOM 

HINGE
Chrome plated zamac hinge 
is used on metal doors. It 
mounts on the edge of a 
1-1/4" metal pilaster. It is 
held securely in place by a 
toggle and screw. "A" 
dimension is 1-1/8".

054-1106 054-1108
054-1107

054-1109

054-1006
054-1007

054-1102

054-1103

054-1104

054-1008 054-1009

LATCH KNOB
Chrome plated heavy duty 
zamac casting is used on the 
interior compartment to 
secure door. Snaps into 
054-1007 latch cover.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging or outswinging 
doors. Mounts on any •at 
surface. Used when door has 
a round bar concealed latch. 
Holes are 1-5/8" on center.

TOP HINGE
Chrome plated zamac hinge 
is used on metal doors. It 
mounts on the edge of a 
1-1/4" metal pilaster. It is 
held securely in place by a 
toggle and screw. "A" 
dimension is 1-1/8".

NYLON CAM
Square nylon unshaved cam 
for 1/2" OD pintle.

PINTLE
1/2" round pintle is molded 
to a knurled corrosion proof 
steel shaft. Complete with 
lock washers and nut.

NYLON
HINGE PIN

3/8" OD x 1-7/8" long nylon 
hinge pin. 

LATCH COVER
Chrome plated heavy duty 
zamac casting is used on the 
exterior compartment as an 
emergency release on the 
door. Snaps into 054-1006 
latch knob.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswinging or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster.

BUMPER HOOK
Chrome plated zamac 
combination door bumper 
and coat hook is used on 
both round or square edge 
inswinging door. 

Knickerbocker Laminated Partitions

BOTTOM HINGE
Chrome plated zamac wrap 
around hinge is used on metal 
doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 
1-1/8" on center. Comes with 
a 5/8" pintle. "A" dimension 
is 1-1/8".

PINTLE
5/8" round pintle is molded to 
a knurled corrosion proof 
steel shaft. Complete with 
lock washers and nut.

CAM HOUSING
Heavy duty zamac cam 
housing !ts 1" steel door.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswinging or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster.

LATCH KNOB
Chrome plated heavy duty 
zamac casting is used on the 
interior compartment to 
secure door. Snaps into 
054-1108 latch cover.

LATCH COVER
Chrome plated heavy duty 
zamac casting is used on the 
exterior compartment as an 
emergency release on the 
door. Snaps into 054-1109 
latch knob.

054-1005

054-1105
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TOP HINGE
Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 
"A" dimension is 1-7/64".

METAL
HINGE PIN

3/8" OD x 3" long chrome 
plated steel pin has 5/16" 
threaded stem to secure 
door. Top is slotted for easy 
removal and installation.

TOP DOOR 
TRIM

Heavy duty chrome plated 
zamac top door trim fits 1" 
steel door.

SPRING CAM
Opposing cams are under 
spring tension. Door will 
return to the set position 
swing after swing. For use on 
steel doors. Cam is molded 
onto a knurled corrosion 
proof shaft complete with 
lock washer and nut. Size is 
7/8" x 4-7/8" long.

Metpar Metal Partitions

054-1110

054-1200

054-1111

054-1201

054-1112

054-1113 054-1114BOTTOM 
HINGE

Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/8" on center. 
Comes with a 5/8" pintle. 
"A" dimension is 1-7/16".

054-1206 054-1208054-1207 054-1209

054-1116
054-1117

054-1202

054-1203

054-1204

054-1118 054-1119

CAM HOUSING
Chrome plated zamac 
housing • ts a 1" square edge 
door. "A" dimension is 
2-5/8" and "B" dimension is 
1-5/32".

SPRING CAM
Opposing cams are under 
spring tension. Door will 
return to the set position 
swing after swing. For use 
on laminated plastic doors. 
Size is 3/4" x 4-3/4" long.

TOP HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/8" on center. 
"A" dimension is 1-7/16".

METAL
HINGE PIN

1/4" OD x 2-7/8" long 
chrome plated steel pin has 
push point bottom and 
knurled top to secure door. 
Top is tapped with 10-24 
thread for easy removal and 
installation.

TOP DOOR 
TRIM

Chrome plated zamac 
housing •ts a 1" square edge 
door. "A" dimension is 
2-5/16" and "B" dimension 
is 1-17/32".

PINTLE
5/8" round pintle is molded 
to a knurled corrosion proof 
steel shaft. Complete with 
lock washers and nut.

CONCEALED 
LATCH KNOB 

SET
Chrome plated zamac knob 
set is for use on a metal door 
with a concealed slide latch. 
Complies with A.D.A.

SLIDE BOLT 
ASSEMBLY

2 Piece steel slide bolt 
assembly is used on a 
laminated plastic door. 
11/32" OD slide bolt.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswinging or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" square edge 
pilaster.

Knickerbocker Laminated Partitions

BOTTOM HINGE
Chrome plated zamac wrap 
around hinge is used on metal 
doors. Mounts on a 1-1/4" 
square edge pilaster. Holes are 
1-1/2" on center. "A" 
dimension is 1-7/64".

CAM HOUSING
Heavy duty zamac cam 
housing •ts 1" steel door.

CONCEALED 
LATCH SET

Chrome plated zamac knob 
set has 3/8" OD offset !at 
tipped bar. Use on metal 
doors.

CONCEALED 
LATCH SET

Chrome plated zamac knob 
set has 3/8" OD offset !at 
tipped bar. Use on metal 
doors. Complies with 
A.D.A.

CONCEALED 
LATCH

Chrome plated zamac latch 
has beveled slide bar to 
allow for easy emergency 
access. Red or green 
indicators alert you as to the 
occupany of the 
compartment.

BUMPER 
KEEPER

Chrome plated zamac bumper 
keeper can be reversed to 
accommodate either an 
inswinging or outswinging 
door with a round bar, !at 
tipped concealed latch. Fits on 
a 1-1/4" round edge pilaster.

054-1115

054-1205
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TOP HINGE
 Chrome plated zamac wrap 
around hinge is used on 
metal doors. Mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-3/8" on center. 
"A" dimension is 1-1/4".

PINTLE
5/8" round pintle is molded 
to a knurled corrosion proof 
steel shaft that axially aligns 
the cam. Complete with lock 
washers and nut.

METAL
HINGE PIN

3/8" OD long chrome plated 
steel pin has push point 
bottom to secure door. 

NYLON CAM
Naturally lubricated nylon 
cam is square locked to 
ensure perfect alignment.

Metpar Metal Partitions

054-1210

054-1300

054-1211

054-1301

054-1212 054-1213
054-1214

BOTTOM 
HINGE

Chrome plated zamac 
wrap around hinge mounts 
on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" 
on center. Comes with a 
5/8" pintle. "A" dimension 
is 1-7/64".

054-1306 054-1308

054-1307

054-1309

054-1216
054-1217

054-1302
054-1303 054-1304

054-1218
054-1219

CAM HOUSING
Chrome plated zamac 
housing fits a 7/8" square 
edge door. "A" dimension 
is 2-1/4" and "B" 
dimension is 1-3/16".

PINTLE
1/2" round pintle is molded 
to a knurled corrision proof 
steel shaft. Complete with 
lock washers  and nut.

BOTTOM 
HINGE

Chrome plated zamac 
wrap around hinge mounts 
on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" 
on center. Comes with a 
5/8" pintle. "A" dimension 
is 1-7/64".

METAL
HINGE PIN

7/32" OD x 3-1/4" long 
chrome plated steel pin 
has knurled top to secure 
door.

TOP DOOR 
TRIM

Chrome plated zamac 
housing • ts a 7/8" square 
edge door. "A" dimension 
is 2-5/16" and "B" 
dimension is 1-5/8".

NYLON CAM
Round nylon cam for 1/2" 
OD pintle.

SLIDE LATCH
Chrome plated zamac 
slide latch is surface 
mounted with 2-3/4" hole 
centers.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used 
with inswinging doors that 
have a surface mounted 
slide latch. Fits on a 1-1/4" 
square edge pilaster. Holes 
are 1-1/2" on center.

BUMPER
Chrome plated zamac 
bumper is used with 
outswinging doors that 
have a surface mounted 
slide latch. Fits on a 1-1/4" 
square edge pilaster. Holes 
are 1-1/2" on center.

Mills Metal Partitions

BOTTOM HINGE
 Chrome plated zamac wrap 
around hinge is used on metal 
doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 
1-3/8" on center. "A" 
dimension is 1-1/4".

CAM HOUSING
Steel cam housing with 
painted  • nish • ts 1" metal 
door.

CONCEALED 
LATCH

Heavy die cast chrome 
plated concealed latch. Lock 
bolt is 3/8" diameter 
corrosion-proof steel. 
Internal working parts are of 
Zytel plastic.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswinging or 
outswinging door with a 
round bar concealed latch. 
Fits on the edge of a metal 
pilaster to create a !ush 
look. Holes are 1-5/8" on 
center.

DOOR BUMPER
Chrome plated zamac 
bumper is used on both 
round or square edge 
outswinging doors. Prevents 
door from hitting the wall 
and damaging.

COAT HOOK
Chrome plated heavy duty 
zamac coat hook is used on 
inswinging doors.

054-1215

054-1305
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Sanymetal Laminated Partitions

TOP HINGE
Chrome plated zamac hinge 
mounts on the edge of a 
1-1/4" square edge pilaster. 
It is held securely in place by 
a toggle and screw. "A" 
dimension is 1-1/16".

BOTTOM HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/4" on center. 
Comes with a 5/8" pintle. 
"A" dimension is 1-3/32".

TOP HINGE  

hrome plated zamac wrap 
around hinge mounts on a 
1-1/4" square edge pilaster. 
Holes are 1-1/4" on center. 
"A" dimension is 1-3/32".

NYLON
HINGE PIN

3/8" OD x 2-1/2" long nylon 
hinge pin. Top is tapped with 
12-24 thread for easy 
removal and installation.

Sanymetal Metal Partitions

054-1400

054-1410

054-1401

054-1411

054-1402 054-1403
054-1404BOTTOM 

HINGE
Chrome plated zamac hinge 
is used on metal doors. It 
mounts on the edge of a 
1-1/4" metal pilaster. It is 
held securely in place by a 
toggle and screw. "A" 
dimension is 1".

054-1416 054-1418054-1417 054-1419

054-1406

054-1407

054-1412 054-1413
054-1414

054-1408
054-1409

SPRING CAM
Opposing cams are under 
spring tension. Door will 
return to the set position 
swing after swing. For use 
on 1" steel doors.

TOP DOOR 
TRIM

Heavy duty zamac top door 
trim fits 1" steel door.

TOP HINGE
Chrome plated zamac hinge 
is used on metal doors. It 
mounts on the edge of a 
1-1/4" metal pilaster. It is 
held securely in place by a 
toggle and screw. "A" 
dimension is 1".

BOTTOM 
HINGE

Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/4" on center. 
"A" dimension is 1-1/16".

TOP HINGE
Chrome plated zamac wrap 
around hinge mounts on a 
1-1/4" round edge pilaster. 
Holes are 1-1/4" on center. 
"A" dimension is 1-1/16".

NYLON
HINGE PIN

3/8" OD x 2-1/2" long nylon 
hinge pin. Top is tapped 
with 12-24 thread for easy 
removal and installation.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswinging or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster.

LATCH KNOB
Chrome plated heavy duty 
zamac casting is used on the 
interior compartment to 
secure door. Snaps into 
054-1409 latch cover. 
Complies with A.D.A.

LATCH COVER
Chrome plated heavy duty 
zamac casting is used on the 
exterior compartment as an 
emergency release on the 
door. Snaps into 054-1408 
latch knob.

BOTTOM HINGE
Chrome plated zamac hinge 
mounts on the edge of a 
1-1/4" square edge pilaster. It 
is held securely in place by a 
toggle and screw. "A" 
dimension is 1-1/16".

TOP DOOR 
TRIM

Chrome plated zamac housing 
•ts a 1" square edge door. "A" 
dimension is 2-5/16" and "B" 
dimension is 1-5/8".

SPRING CAM
Opposing cams are under 
spring tension. Door will 
return to the set position 
swing after swing. For use 
on 1" laminated plastic 
doors.

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted 
with 2-5/8" hole centers.

KEEPER
Chrome plated zamac 
keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Mounts on any thickness 
pilaster, suqare or round 
edge. Holes are 2" on center.

BUMPER
Chrome plated zamac bumper 
is used with inswinging or 
outswinging doors. Mounts on 
any thickness pilaster, square 
or round edge. Holes are 2" on 
center.

054-1405

054-1415
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SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted 
with 3-1/2" hole centers.

THROW LATCH
Chrome plated brass throw 
latch is surface mounted 
with 3-1/2" hole centers. 
Complies with A.D.A.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted throw latch. 
Fits on a 1-1/4" round edge 
pilaster. Holes are 1-1/2" on 
center.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Fits on a 1-1/4" round edge 
pilaster. Holes are 1-1/2" on 
center.

Weis Robart Metal Partitions

054-1500

054-1600

054-1501

054-1601

054-1502 054-1503

054-1507

HINGE COVER
Chrome plated plastic hinge cover 
provides clean look and functional 
styling.

054-1606
054-1608

054-1607

054-1609

054-1505

054-1506

054-1602

054-1603 054-1604

BUMPER KEEPER
Chrome plated zamac bumper 
keeper can be reversed to 
accommodate either an inswinging 
or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster. Holes are 2" on 
center.

CONCEALED 
LATCH

Polished stainless steel stamped 
interior cover. Lock bolt is 3/8" 
diameter corrosion proof steel. 
Attached screws and exterior cover 
are included.

METAL HINGE PIN
3/8" OD x 3-5/8" long chrome 
plated steel pin has 5/16" threaded 
stem to secure door. Top is slotted 
for easy removal and installation.

CAM AND HOUSING
Heavy duty zamac cam housing fits 
1" steel door and includes nylon 
cam.

SLIDE LATCH
Chrome plated brass slide latch is 
surface mounted with vertical holes 
of  1-3/8" and horizontal holes of 
1-7/8". Overall size is 2-1/2" wide x 
2" high.

 ROUND BARREL 
HINGE PAK

Hinge pak includes all the necessary 
items to repair one set of round 
barrel surface  mounted hinges.

GRAVITY
HINGE SET

Chrome plated brass round barrel 
surface mounted hinges have hole 
centers of 1-1/2" vertically and 
2-3/8" horizontally. The overall size 
is 2-15/16" wide x 2-13/16" high. 
Comes complete with one pair of 
hinges and all attaching hardware to 
hang one door.

Universal Metal Partition Hardware

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted with 
2-3/4" hole centers.

BUMPER 
KEEPER

Chrome plated zamac bumper 
keeper is used with inswing-
ing doors that have a surface 
mounted slide latch. Fits on a 
1-1/4" round edge pilaster. 

BUMPER
Chrome plated zamac 
bumper is used with 
outswing doors that have a 
surface mounted slide latch. 
Fits on a 1-1/4" round edge 
pilaster. Holes are 1-1/2" on 
center.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswinging or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster. Holes are 1-1/2" on 
center.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswinging or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" round edge 
pilaster.

BUMPER
Chrome plated zamac bumper 
is used with outswing doors 
that have a surface mounted 
slide latch. Fits on a 1-1/4" 
round edge pilaster. 

054-1504

054-1605
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BUMPER
Chrome plated zamac 
bumper is used with 
outswing doors that have a 
surface mounted slide latch. 
Fits on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on 
center.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted throw latch. 
Fits on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on 
center.

KEEPER
Chrome plated zamac keeper 
is used with inswinging 
doors that have a surface 
mounted throw latch. 
Mounts on any thickness 
pilaster, square or round 
edge. Holes are 1-1/2" on 
center.

BUMPER
Chrome plated zamac 
bumper is used with inswing 
or outswinging doors. 
Mounts on any thickness 
pilaster, square or round 
edge. Holes are 1-1/2" on 
center.

Universal Laminated Partition Hardware

054-1610

054-1620

054-1611

054-1621

054-1612 054-1613 054-1614
SLIDE LATCH

Chrome plated zamac slide 
latch is surface mounted with 
2-3/4" hole centers.

054-1626 054-1628054-1627 054-1629

054-1616
054-1617

054-1622 054-1623 054-1624

054-1618
054-1619

BUMPER
Chrome plated zamac 
bumper keeper can be 
reversed to accommodate an 
inswinging or outswinging 
door with a round bar 
concealed latch. Fits on a 
1-1/4" round edge pilaster. 
Holes are 1-1/2" on center.

GRAVITY 
HINGE SET

Chrome plated brass round 
barrel surface mounted 
hinges have hole centers of 
1-1/2" vertically and 2-3/8" 
horizontally. The overall size 
is 2-15/16" wide x 2-13/16" 
high. Comes complete with 
one pair of hinges and all 
attaching hardware to hang 
one door.

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted 
with 3-1/2" hole centers.

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted with 
2-3/4" hole centers. The 
offset bar is needed when the 
door and pilaster are of the 
same thickness.

SLIDE LATCH
Chrome plated zamac slide 
latch is surface mounted 
with 3-1/2" hole centers. The 
offset bar is needed when the 
door and pilaster are of the 
same thickness.

THROW LATCH
Chrome plated brass throw 
latch is surface mounted 
with 3-1/2" hole centers. 
Complies with A.D.A.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging doors that have a 
surface mounted slide latch. 
Fits on a 1-1/4" square edge 
pilaster.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper can be 
reversed to accommodate 
either an inswinging or 
outswinging door with a 
round bar concealed latch. 
Fits on a 1-1/4" square edge 
pilaster.

BUMPER
Chrome plated zamac 
bumper is used with 
outswing doors with a 
surface mounted slide latch. 
Fits on a 1-1/4" square edge 
pilaster. 

BUMPER 
KEEPER

Chrome plated zamac bumper 
keeper is used with inswing-
ing doors that have a surface 
mounted slide latch. Fits on a 
1-1/4" square edge pilaster. 
Holes are 1-1/2" on center.

KEEPER
Chrome plated zamac keeper 
is used with inswinging doors 
that have a surface mounted 
slide latch. Mounts on any 
thickness pilaster, square or 
round edge. Holes are 1-1/2" 
on center.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging or outswinging 
doors. Mounts on any flat 
surface. Used with a round 
bar concealed latch. Holes 
are 1-5/8" on center.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
inswinging door that has a 
surface mounted throw 
latch. Mounts on any flat 
surface. Holes are 1-1/2" on 
center.

BUMPER 
KEEPER

Chrome plated zamac 
bumper keeper is used with 
an inswinging door that has 
a surface mounted slide 
latch. Mounts on any flat 
surface. Holes are 1-1/2" on 
center.

BUMPER
Chrome plated zamac bumper 
mounts on any flat surface. 
Used with a outswinging door 
that has a surface mounted 
slide latch. Holes are 1-5/8" 
on center.

054-1615

054-1625
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Chrome Plated Zamac Wall Brackets

TWO EAR WALL BRACKETS

054-1700
SLIDE

LATCH

054-1701L/R
GRAVITY

HINGE SET

054-1702
BUMPER
KEEPER

054-1703
BUMPER

054-1704

Extruded aluminum slide latch 
is surface mounted with 3-3/8" 
hole centers. It is used on 1" 
doors and pilasters.

054-1706 054-1707

054-1708
054-1709

ONE EAR WALL 
BRACKET

EXTRUDED ALUMINIUM

Extruded aluminum wrap around 
gravity hinges accommodate 1" thick 
doors and pilasters. Holes are 1-1/2" on 
center on each leaf. Comes complete 
with one pair of hinges and all attaching 
hardware to hang one door.

Extruded aluminum bumper 
keeper is used with inswinging doors 
and a surface mounted slide latch. 
Fits a 1" square edge pilaster Holes 
are 1-1/2" on center.

Extruded aluminum bumper is 
used with outswinging doors and a 
surface mounted slide latch. Fits a 
1" square edge pilaster Holes are 
1-1/2" on center.

TWO EAR WALL 
BRACKET

EXTRUDED ALUMINIUM

Solid Plastic Partition Hardware

054-1705

57-1/2" LONG

57-1/2" LONG

57-1/2" LONG

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT

 054-1705-1 1" 2-5/8"

 054-1705-1-1/4 1-1/4" 2-5/8"

"U" WALL 
BRACKET

EXTRUDED ALUMINIUM

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-1706-1-1-3/8 1" 1-3/8"
 054-1706-1-2-3/4 1" 2-3/4"
 054-1706-1-1/4-2-3/4 1-1/4" 2-3/4"

 CONTINUOUS 
"U" BRACKETS
EXTRUDED ALUMINIUM

 CONTINUOUS ONE 
EAR BRACKET

EXTRUDED ALUMINIUM

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-1709-1 1" 2-3/4"
 054-1709-1-1/4 1-1/4" 2-3/4"

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2000-1/2 1/2" 2-1/2"
 054-2000-3/4 3/4" 2-1/2"
 054-2000-7/8 7/8" 2-1/2"
 054-2000-1 1" 2-1/2"
 054-2000-1-1/4 1-1/4" 2-1/2"

TWO EAR WALL BRACKETS

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2001-1/2 1/2" 2-1/2"
 054-2001-3/4 3/4" 2-1/2"
 054-2001-7/8 7/8" 2-1/2"
 054-2001-1 1" 2-1/2"
 054-2001-1-1/8 1-1/8" 2-1/2"
 054-2001-1-1/4 1-1/4" 2-1/2"

TWO EAR X-LONG BRACKETS

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2002-1 1" 3-1/2"
 054-2002-1-1/4 1-1/4" 3-1/2"

ONE EAR X-LONG BRACKETS

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2003-1 1" 3-1/2"
 054-2003-1-1/4 1-1/4" 3-1/2"

 CONTINUOUS ONE 
EAR BRACKET

EXTRUDED ALUMINIUM

 PANEL BRACKET
 THICKNESS HEIGHT
 1" 2-3/4"

 PANEL BRACKET
 THICKNESS HEIGHT
 1" 2-3/4"

 PANEL BRACKET
 THICKNESS HEIGHT
 1" 1-3/8"
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Stamped Stainless Steel Hardware

TWO EAR URINAL BRACKETS

054-2008       ALCOVE CLIP 054-2009       ALCOVE CLIP

054-2011L/R
GRAVITY HINGE SET

054-2010L/R
GRAVITY HINGE SET

054-2012 054-2013

Stamped stainless steel round barrel surface mounted hinges have 
hole centers of 1-1/2" vertically and 2-3/8" horizontally. The 
overall size is 3" wide x 2-7/8" high. Comes complete with one pair 
of hinges and all attaching hardware to hang one door.

Stamped stainless steel square barrel surface mounted hinges have 
hole centers of 1-1/2" vertically and 2-7/16" horizontally. The 
overall size is 3-1/8" wide x 3" high. Comes complete with one pair 
of hinges and all attaching hardware to hang one door.

SLIDE LATCH
Heavy duty stamped stainless steel slide latch stamping is 
surface mounted complete with keeper.

SLIDE LATCH
Heavy duty stamped stainless steel slide latch stamping is surface 
mounted with 1-7/8" hole centers.

054-2014 054-2015
BUMPER

Stamped stainless steel bumper is used with inswinging or 
outswinging doors. It mounts on any thickness pilaster, square 
or round edge. Holes are 1-7/8" center.

KEEPER
Stamped stainless steel keeper is used with inswinging door that 
has a surface mount slide latch. It mounts on any thickness 
pilaster, square or round edge. Holes are 1-7/8" center.

Chrome Plated Zamac Wall Brackets

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2004-1/2 1/2" 2-1/2"
 054-2004-3/4 3/4" 2-1/2"
 054-2004-7/8 7/8" 2-1/2"
 054-2004-1 1" 2-1/2"
 054-2004-1-1/4 1-1/4" 2-1/2"

URINAL WING BRACKETS

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2005-1 1" 12"
 054-2005-1-1/4 1/4" 6"

TWO EAR WALL BRACKETS
 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2016-1/2 1/2" 2-1/2"
 054-2016-3/4 3/4" 2-1/2"
 054-2016-7/8 7/8" 2-1/2"
 054-2016-1 1" 2-1/2"
 054-2016-1-1/4 1-1/4" 2-1/2"

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2017-1/2 1/2" 2-1/2"
 054-2017-3/4 3/4" 2-1/2"
 054-2017-7/8 7/8" 2-1/2"
 054-2017-1 1" 2-1/2"
 054-2017-1-1/4 1-1/4" 2-1/2"

ONE EAR WALL BRACKETS

TWO EAR WALL BRACKETS
 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2018-1/2 1/2" 2-1/2"
 054-2018-3/4 3/4" 2-1/2"
 054-2018-7/8 7/8" 2-1/2"
 054-2018-1 1" 2-1/2"
 054-2018-1-1/4 1-1/4" 2-1/2"

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2019-1/2 1/2" 2-1/2"
 054-2019-3/4 3/4" 2-1/2"
 054-2019-7/8 7/8" 2-1/2"
 054-2019-1 1" 2-1/2"
 054-2019-1-1/4 1-1/4" 2-1/2"

ONE EAR WALL BRACKET

TWO PIECE WALL BRACKETS
 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2007-1/2 1/2" 1-1/2"
 054-2007-3/4 3/4" 1-1/2"
 054-2007-7/8 7/8" 1-1/2"
 054-2007-1 1" 1-1/2"
 054-2007-1-1/4 1-1/4" 1-1/2"

"U" WALL BRACKETS

 PART PANEL BRACKET
 NUMBER THICKNESS HEIGHT
 054-2006-1-1/2 ANY 1-1/2"
 054-2006-3-1/2 ANY 3-1/2"

Chrome plated zamac alcove clip is used on metal partitions 
to join a 1" panel to a 1-1/4" pilaster in an alcove layout.

Chrome plated zamac alcove clip is used on square edge 
partitions to join a panel to the pilaster in alcove layout. 
Joins any thickness panel to pilaster.


